
Phoenix/specs  Cis-Com digital media  

Production 
Grass Valley HD Kayenne Switcher 1080i/720P  
   64 Input 48 Outputs & 3 M/E 
  Internal Still Store & DVE’s  
 
Cameras 
8 Grass Valley HD LDX 1080i/720p  
     3 Fujinon 77:1 Lenses, 1 Fujinon 50:1 Lens 
     4 HH ENG viewfinders 
     4 Fujinon 17x Lenses 
     6 Vinten Vector 75 Heavy Pan/tilt Heads 
     6 Vinten Vision 7 Heavy Tripods 
     1 Set studio camera dolly wheels 
     3 Fujinon Lenses, servo zoom 
     1 Studio Kits, with studio viewfinders 
     2 Vinten Vision Pan Heads w/tripods 
2 LPS Cameras 
 
Audio 
Calrec Artemis Beam digital audio mixer 
80 Analog In & 48 Analog out 
16 Digital AES In & 16 Digital out 
8 DBX 166A Compressor/ Limiters 
1 Yamaha 1000 Reverb  
2 Digicart II, 500 Mb, remote and keyboard 
1 Denon Dual Transport CD Player 
1 RTS TIF951 Dual Phone hybrid 
6 Getner Couplers 
8 Shure FP-11 Mic-line Amps 
3 Shure FP-22 Headphone Amps 
3 IMP 1x3 Mic Splitters 
6 QKT Phones 
 
Microphones 
7 Sennheiser HMD 224 Announcer Headsets 
7 Sennheiser ME -66 Short Shotguns 
6 Shure SM-62 Handheld Mics 
4 Sony ECM-77 Lavalier Mics 
7 Sony ECM-66 Lavalier Mics 
6 EV 535 Handheld Mics 
 

Video Tape / Playback 
6-Channel EVS  
6-Channel K2 Dyno  
Sony PDW-HD1500 XDCAM Compact Deck 
2 DVD Recorders 
 
Communications 
12 Adam Master Stations with IFB expansion                          
     Panels 
12 Telex Lightweight Headsets 
325 RTS Dual Listen Beltpacks 
15 RTS IFB Beltpacks with Telex talent    
     Earpieces 
6 Two way Radios  
 
Additional 
3  22” Color Monitors LED 
2 Laniro Light Kits, with 4 Lanebeam 1kW 
openface  
 
Cable 
6,000 ft. Triax 
3,000 ft. DT-12   
1,000 ft. BNC Coax 
150’ 3 Phase Power Cable 
50’ 3 phase Power Cable 
 
Upon Request 
Additional Triax or DT12 
Codi Telestrator 
2 Big Ears Parabolic Mics 
 
Specifications 
Dimensions: 48 ft. Trailer (73 ft. with expand 
& tractor), 33 ft. side expand (VTR, Production, 
Audio), 5ft. rear expand (transmission). 
Height: 13 ft.,6 inches (12 inches ground 
clearance) 
Weight: 80,000 lbs. (tractor & trailer) 
Power: 208 VAC, three phase, 200 amps 



 
 

 

 
 
 
 

 


